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MODEL 1200WP
WEATHER-PROOF MAGNETIC LOCK

� IDEAL FOR SLIDING AND SWINGING GATES

� 1200 POUND MINIMUM HOLDING FORCE

� MAGNET SIZE 9” L x 2-5/8” H x 1-5/8” W

� ARMATURE SIZE 7-1/2” L x 2-3/8” W x 9/16” D

� 12 OR 24 VOLT DC OPERATION

� CURRENT DRAW 400 MA.@12 VDC, 200 MA.@24 VDC

� 10” COLOR CODED LEADS IN PLASTIC JACKET

� FITTED WITH 1/2” I.D. AND 3/4” O.D. CONDUIT FITTING

� COMPLETELY SEALED IN STAINLESS STEEL CASE

� ALL METAL PARTS ARE PLATED TO RESIST CORROSION

� GATE MOUNTING BRACKETS ARE AVAILABLE



ALARM CONTROLS CORPORATION

FOUR CONDUCTOR

27 AWG

INTERNAL THREAD 1/2” CONDUIT FITTING

EXTERNAL THREAD 3/4” CONDUIT FITTING

MODEL 1200WP SPECIFICATIONS

19 BRANDYWINE DRIVE P.O. BOX 280

DEER PARK, NY 11729

1 800 645-5538

ELECTRICAL SPECIFICATIONS

SUPPLY VOLTAGE: 12 OR 24 VOLTS DC

CURRENT DRAW:       440 MA. @ 12 VDC, 260 MA. @ 24 VDC

MECHNICAL SPECIFICATIONS

HOLDING FORCE:   1200 POUNDS MINIMUM

HOUSING:   STAINLESS STEEL

CONDUIT FITTING:   INTERNAL THREAD 1/2”, EXTERNAL THREAD 3/4”
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