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8 Series MultiMag®

Features & Benefits
• Larger LED size for better visibility 

(SCS versions only)
• Brushed Anodized Aluminum or Brushed

Adonized Dark Bronze finish
• Adjustable keyhole mounting 
• Built-in time delay (instant release with

adjustable relock, programmable from
0 -110 seconds)

• Field selectable voltage – 12/24VDC
• Convenient plug-in wiring terminals
• Easy-access wiring cavity
• Stabilizing 4-bolt “Drop Stop“ 

mounting (8-bolt for 8320)
• MOV surge protection
• No residual magnetism
• Low energy consumption
•  Hardened steel armature nut
•  Self-drilling tek™ fasteners

Optional Mounting
Accessories
• Angle Brackets 
• Armature Plate Holders
• Filler Bars
• Glass Door Brackets
• Spacers 
• Top Jamb “Z” Bracket Kits for Inswinging Doors

(8310 Only – reduces holding force by half)
• Armature Bolts
• “L” Brackets
• DSS Retrofit Kit (order 2DSS for 8320)
• Split Armature Kit

Options
DSS................................... Door Staus Sensor (Retrofit kits available)

2DSS................................ 2 Door Staus Sensors for 8320
(Retrofit kits available)

SCS ................................... Security Condition Sensor

2SCS ................................ 2 Security Condition Sensors for 8320

DSS/SCS....................... Door Status Sensor / Security
Condition Sensor Combination

2DSS/SCS.................... 2 Door Status Sensors / Security
Condition Sensors Combination for 8320

MCW8310 or 

MCW8320 ................... Magnet Cover Wraps

Special Finishes ..... Available only on Magnet Cover Wraps

MultiMag®

These hard-working multi-purpose 
electromagnetic locks enhance building
security and install quickly. Several 
standard features make these magnets
the “workhorse” of the industry.

The adjustable mounting bracket has
been enhanced with keyhole mounting
to support the magnet’s weight during 
initial installation, freeing the installer’s
hands to affix the magnet mounting
screws. The removable cavity cover offers
quick, easy access to wiring.

Both models feature a built-in, adjustable
time delay with instant unlock and 
de-layed relock (up to 110 seconds),
which can be controlled by any standard
switching device.

Highlights
• Installer’s “helping hand” mounting 

bracket
• Up to 1500 lbs. holding force
• Dual voltage
• Low-voltage detection (on SCS version)
• cULus Listed

• Lifetime Warranty

Applications
INTERIOR OR PERIMETER
• Single outswinging doors
• Single inswinging doors (use with Z bracket)
• Pairs of outswinging doors without mullion
• Pairs of inswinging doors without mullion

(use with Z brackets)

• Government Facilities
• Office Complexes
• Warehouses 
• Retail
• Commercial 
• Industrial 
• Health Care

8320
Double outswinging

interior or perimeter doors without mullion
1-5/8”D x 2-7/8”W x 21”L

(41.3mm x 73.0mm x 533.4mm)
Including 1/4” (6mm) mounting bracket

8310
Single outswinging

interior or perimeter doors
1-5/8”D x 2-7/8”W x 10-1/2”L
(41.3mm x 73.0mm x 266.7mm)

Including 1/4” (6mm) mounting bracket

ZL8310/20 R07/09DA

LISTED

Larger LED Size for
Better Visibility

(SCS versions only)

LISTED



Speci f icat ions 8310
8320
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LED Indicator

Specifications 8310 8320

*DSS armature plate dimensions are 5/8” D x 2-3/8” W x 10” L (15.9 x 60.3 x 254.0mm) and 3/8” D x 2-3/8” W x 10” L (9.5 x 60.3 x 254.0mm). 
NOTE: RCI recommends frame reinforcement and our filtered, regulated DC voltage 10 Series power supplies.

NOTE: Specifications are subject to change without notice.

Low-Voltage Detection

Included on SCS options, the LED gives a local indication of lock status:  red – unsecured;
green – secured.

Function Descriptions

©2011 RUTHERFORD CONTROLS INT’L CORP. WWW.RUTHERFORDCONTROLS.COM
USA: 2697 INTERNATIONAL PARKWAY, PKWY 5, VIRGINIA BEACH, VA 23452 • CANADA: 210 SHEARSON CRESCENT, CAMBRIDGE, ON  N1T 1J6 

PHONE • 1.800.265.6630 • 519.621.7651 • FAX: 1.800.482.9795 • 519.621.7939 • E-MAIL: SALES@RUTHERFORDCONTROLS.COM 

Housing Dimensions 1-5/8” D x 2 -7/8” W x 10-1/2” L (41.3mm x 73.0mm x 266.7mm) 1-5/8” D x 2-7/8” W x 21” L (41.3mm x 73.0mm x 533.4mm)
(including 1/4” (6mm) mounting bracket) (including 1/4” mounting (6mm) bracket)

Armature Standard   5/8” D x 2-3/8” W x 7-7/16” L* (15.9 x 60.3 x 188.9mm) Standard   5/8” D x 2-3/8” W x 7-7/16” L* (15.9 x 60.3 x 188.9mm)
Plate Dimensions Optional   3/8” D x 2-3/8” W x 7-7/16” L* (9.5 x 60.3 x 188.9mm) Optional   3/8” D x 2-3/8” W x 7-7/16” L* (9.5 x 60.3 x 188.9mm)

Voltage
Field selectable 12/24 VDC Field selectable 12/24 VDC

Tolerance  ±10% Tolerance  ±10%

Power/Current Max 0.28A at 12 VDC Max 0.28A at 12 VDC (each lock)
Requirements Max 0.28A at 24 VDC Max 0.28A at 24 VDC (each lock)

Holding Force One-point locking Two-point locking
(up to 1500 pounds) (up to 1500 pounds each point)

Output Relays
SCS (with LED) – SPDT 1.25A @ 24VDC SCS (with LED) – SPDT 1.25A @ 24VDC

DSS – SPDT 0.20A @ 12VDC and 0.12A @ 24VDC DSS – SPDT 0.20A @ 12VDC and 0.12A @ 24VDC

Wiring Requirements 2 wires – power input    Up to 4 wires output 2 or 4 wires – power input    Up to 4 or 8 wires output

Adjustable Time Delay 0 to 110 seconds 0 to 110 seconds

Operating Temperature -14 to 140° F (-10 to 60° C) -14 to 140° F (-10 to 60° C)

Certification cULus Listed, MEA, CSFM cULus Listed, MEA, CSFM

CL
CL

8310 Split Armature Installation 8320 Typical Installation8310 Typical Installation

Low voltage dramatically reduces electromagnetic lock holding force. This detection feature signals the SCS
relay/LED to activate (alarm) when voltage drops below 10.3 VDC (12V input) or 20.5 VDC (24V input).

RCI also offers a complete line of Electromagnetic Locks, Electric Strikes, 
Power Supplies, Switches, Keypads & Readers, Exit Devices, Systems & Door Hardware.

LISTED

Electronic field presence sensor for remote and local LED indication of lock status (locked or unlocked), re-
duced holding force caused by materials between magnet and plate, and unlocked device due to current loss.

Security Condition Sensor (SCS)

Door Status Sensor (DSS)
Ceramic magnet-reed type sensor for remote indication of door status (opened or closed, independent of
local power); magnet embedded in armature for tamper resistance; reed switch inside electronic
housing cavity for easy access.

LISTED



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


